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The screens used in this guide to describe setup assume
that a DS-SL10 printer is connected to a computer
running Windows 7. If you are using a printer of a
different model, replace any occurrence of “DS-SL.10”
with the model name of your printer. If you are using
Windows 8, Windows Vista or Windows XP, replace all
instances of “Windows 7" with the version you are
using.

Microsoft, Windows, and Windows Vista are registered
trademarks of Microsoft Corporation.

Configuring the Printer

Before you begin printing from applications, open the
printer settings screen and configure the settings.

You can open the printer settings screen using one of the
following methods.
 To open from the Windows Control Panel

For Windows 8

Place the mouse cursor at the bottom right of the
desktop screen to display the Charm bar, select
[Control Panel] in [Settings], and then select [ View
devices and printers]. Right-click the DNP DS-SL10
printer icon, and select [Printing preferences].

For Windows 7

On the [Start] menu, select [Control Panel] and then
[View devices and printers]. Right-click the DNP DS-
SL10 printer icon, and select [Printing preferences].

For Windows Vista

On the [Start] menu, select [Control Panel] and then
[Printers]. Select the DNP DS-SL10 printer icon, and
then select [Select printing preferences] from the
command bar.

For Windows XP

On the [Start] menu, select [Control Panel] and then
[Printers and Faxes]. Select the DNP DS-SL10 printer
icon, and then select [Printing Preferences] from the
[File] menu.

The settings that you make here are used as default
settings when printing from applications.

The settings may not be used as defaults depending on
the application.

* To open from the application menu
On the [File] menu of your application, click the
command used to make printer settings.
The settings made this way only remain valid until you
close the application.

This guide describes the tabs that appear in the
DS-SL10 settings screen.

[Paper] tab
Basic print related settings.

[Graphics] tab

Used for setting gray, lightness, and other settings
related to image quality.
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[Paper] tab settings

Configure basic print-related settings.

Paper Size(Cut Mode)

Orientation

%1 DNP DS-5L10 Printing Preferences =5
Paper | Graphics
Printing Pack Size  |UPC-C14 (1248x 1848pixel)
UPC-C13 UPC-C14 UPC-C15 UPC-C48

4x6"(10x 15cm) -

Iy
By
") Landscape
e 1] Leweeragen
Scale 00 =
Printer Info...
[ About... ] [Sa[& Settings... ] [Lgad Settings... ] [Rasmre[_)efauhs

Printing Pack Size

Select the print pack to be used. The print packs and
paper sizes that are compatible with this printer are as

follows.

For the DS-SL10

page of a print document on a single sheet and cut the

sheet after printing (Cut Mode).

The paper sizes that you can specify and the numbers of
pages that you can assign to each sheet with each print

pack are as follows.
For the DS-SL10

Print pack Paper size (pixels)

Pages

2UPC-C13 series 9%x13cm (3.5%x5")

(1,100 x 1,536 pixels)

2UPC-C14 series 10x 15cm (4 x6")

(1,248 x 1,848 pixels)

2UPC-CI1S5 series 13x 18 cm (5 x7")

(1,536 x 2,148 pixels)

13x 13 cm (5% 5")
(1,536 x 1,548 pixels)

9%x13cem (3.5%x5")
(1,100 x 1,536 pixels)

2UPC-C48 series 10x20 cm (4 x 8")

(1,248 x 2,448 pixels)

10 x 18 cm (4 x 7")
(1,248 x 2,148 pixels)

10 x 10 cm (4 x 4")

Print pack

Maximum print size (resolution)

2UPC-C13 series

9x 13 em (3.5 % 5" (1,100 x 1,536 pixels)

2UPC-C14 series

10 x 15 cm (4 x 6") (1,248 x 1,848 pixels)

2UPC-C15 series

13 x 18 cm (5 x7") (1,536 x 2,148 pixels)

2UPC-C48 series

10 x 20 cm (4 x 8") (1,248 x 2,448 pixels)

For the DS-SL20

Print pack

Maximum print size (resolution)

2UPC-R203 series

9 x 13 em (3.5 x 5") (1,210 x 1,728 pixels)

2UPC-R204 series

10 x 15 cm (4 x 6") (1,382 x 2,048 pixels)

2UPC-R205 series

13 x 18 cm (5 x7") (1,728 x 2,380 pixels)

2UPC-R206/C26
series

15 x 20 cm (4 x 8") (2,048 x 2,724 pixels)

For the DS-ID400

Print pack

Maximum print size (resolution)

UPC-X34 series

7x9cm (3 x3.5") (1112 x 1512 pixels)

UPC-X46 series

10 x 15 cm (4 x 6") (1664 x 2440 pixels)

Paper Size (Cut Mode) (DS-SL10, DS-

SL20 only)

Specifies the paper size.
In addition to standard-size prints, depending on the
print pack you are using, you can print more than one

(1,248 x 1,248 pixels)

1) Standard-size sheet is cut into the respective size.
2) Standard-size sheet is cut in half.

For the DS-SL20

Print pack Paper size (pixels)

Pages

2UPC-R203 series 9% 13cm (3.5%5")

(1,210 x 1,728 pixels)

2UPC-R204 series 10x 15cm (4 x6")

(1,382 x 2,048 pixels)

5x15cm(2%6")
(691 x 2,048 pixels)

2UPC-R205 series 13x 18 cm (5 x7")

(1,728 x 2,380 pixels)

I13x13cm (5x5")
(1,728 x 1,728 pixels)

9x13cm(3.5%5")
(1,210 x 1,728 pixels)

2UPC-R206/C26 series |15 x 20 cm (6 x 8")

(2,048 x 2,724 pixels)

15%x 18 cm (6 x 7")
(2,048 x 2,380 pixels)

10x 15 cm (4 x 6")
(1,382 x 2,048 pixels)

1) Standard-size sheet is cut into the respective size.
2) Standard-size sheet is cut in half.

Orientation

Select either [Portrait] or [Landscape] as the print

direction.
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Copies

You can set this between 1 and 255.

Scale

Specifies the scale of prints. You can set the scale
between 20 and 400%.

Laminate Pattern (DS-SL10, DS-SL20
only)
Select from among the following two types of print

surface lamination.
Glossy Produces prints with a glossy finish.

Matte  Produces prints with a misty appearance.

Printer Info

Displays information related to the printer currently
connected, such as print pack and printer status.

About

Displays the version information of this printer driver.

Save Settings

Saves all print setting configurations to a file.

Load Settings

Loads stored setting configurations from a file.

Restore Defaults

Restores all settings in the [Paper] tab to their default
condition.

[Graphics] tab settings

Select [Color Balance], [Lightness], [Color Correction],
or [Gray Balance] in the [Color Adjust] list to change
these settings.

Color Balance

Adjusts the color balance. Adjust the setting by moving
the slider left or right. You can also make adjustments by
typing values in the box on the right.

% DNP DS-5L10 Printing Preferences [=25a]
Graphics
Color Adjust: | Color Balance -
Color Balance
Cyan |T| iRed O
Magenta |_J Green 0
ellow |j Blue 0
Restore Defaults

Color Balance (Red, Green, Blue)

Sliders for [Cyan - Red], [Magenta - Green], and
[Yellow - Blue] are available. Regarding red, green, and
blue, each color becomes stronger when you move the
slider to the right (+), and weaker when you move the
slider to the left (—). For example, if you move the [Cyan
- Red] slider to the left (), red becomes weaker while
cyan becomes stronger.

Strong 255
192 T
Output 128 /&
64
0
0 64 128 192 255
Weak Input Strong
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Lightness

Adjusts lightness. Adjust the setting by moving the
slider left or right. You can also make adjustments by
typing values in the box on the right.

%1 DNP DS-5L10 Printing Preferences )
Graphics
Color Adjust:  [HOMNESS. o]
Lightress
Sharpness r) 1 =
Dark |j [
Gamma D [
Light U o =
Restore Defaults
Sharpness

Adjusts the sharpness of image outlines. Sharpness is
enhanced when you move the slider to the right (+), and
reduced and smoothened when you move the slider to
the left (-).

Dark

Adjusts the scale of the dark tones. Dark tones become
darker when you move the slider to the right (+), and
lighter when you move the slider to the left (-).

Light 55
192 =
N
Output {28
/\+
64
0
0 64 128 192 255
Dark Input Light

Gamma

Adjusts the scale of medium tones. Medium tones
become darker when you move the slider to the right (+),
and lighter when you move the slider to the left (-).

Light 5gg
192 =
Output 128 /
N
64
0
0 64 128 192 255
Dark Input Light
Light

Adjusts the scale of light tones. Light tones become
lighter when you move the slider to the right (+), and
darker when you move the slider to the left (-).

Light 255
192 T
Output 128 /i
64
0
0 64 128 192 255
Dark Input Light

To adjust the contrast, move the [Dark] and [Light]
sliders. Contrast becomes higher when you move both
sliders to the right (+), and lower when you move both
sliders to the left (-).
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Color Correction

Select the color correction method.

%1 DNP DS-5L10 Printing Preferences )
Graphics

Color Adjust:  |Zlor Correction

Color Correction

@ Printer Hardware Color Correction

ICM Calor Correction

Mone

Restore Defaults

Printer Hardware Color Correction
The printer corrects color.

Color Table (DS-SL20 only)

Select one of the printer’s internal color tables.

Standard: Reproduces the standard colors of the
printer.

Enhanced: Reproduces sharp, high-contrast colors.

ICM Color Correction (not available in Windows 8)
Uses the ICC profile assigned to the printer to perform
ICM color correction in the printer driver. The
perceptual rendering method is used.

None
Printer and printer driver color correction is not
performed.

Gray Balance (DS-SL10, DS-SL20 only)

Adjust the gray balance setting.

When you click the [Print Chart] button, two charts (A
and B) will be printed, each with gray patterns ranging
from No. 0 to No. 88. Select your preferred gray balance
from among patterns No. O to No. 88 for charts A and B,
and enter the numbers for your selections in [Gray
Balance A] and [Gray Balance B].

% DNP DS-5L10 Printing Preferences [l
Graphics

Color Adiust:  |Gray Balancs

Gray Balance

Gray Balance A: 0

Gray Balance B: 0

Print Chart

Restore Defaults

Gray Balance A, Gray Balance B
Select a gray pattern number between 0 and 88.

Print Chart
Prints gray balance patterns.

Chart printing is disabled when more than one page is
assigned to be printed on a single sheet with the [Cut
Mode] setting. Print with [Cut Mode] set to the standard
paper size.

Charts are printed with the values for [Color Balance]
and [Lightness] (excluding [Sharpness]) set to 0.
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Printing with Image Color
Management

Color management using ICM is not available in
Windows 8.

To print from applications that support Windows Image
Color Management (ICM), you must install an ICC
profile.
The following ICC profile can be found in the ICC
Profile folder on the supplied CD-ROM.
For the DS-SL10:

DS-SL10_UPC-C1X_D50.icm

For the DS-SL20:
DS-SL20_UPC-R20X_D50.icm

For the DS-ID400:
DS-ID400_UPC-X_D50.icm

Perform the following to use the ICC profile.

Installing the ICC profile

1 Select the icon for the ICC profile you want to use.

2 Right-click the icon, and select [Install Profile].

Adding the ICC profile

The procedure for adding the ICC profile differs
depending on the operating system you are using.

When using Windows 8

Color management using ICM is not available in
Windows 8.

When using Windows 7

1 Click [Start], select [Control Panel], and then select
[View devices and printers].

2 Right-click the DNP DS-SL10 printer icon, and

select [Printer properties].

=} DNP DS-5L10 Properties ==
General |Shanng | Ports | Advanced | Color Management | Secun‘fyl
% [DNP DS-5110
Location:
Comment:
Model: DMP DS-5L10
Features
Color: Yes Paper available:
Double-sided: Ne
Staple: Mo
Speed: Unknown
Maximum resclution: 300 dpi =
[ Preferences... I l Print Test Page ]
5
3 Click the [Color Management] tab.
= DNP DS-5L10 Properties =

.g To adjust color management settings, click Color Management.
7]

[ Color Managemert... ]

‘ General | Sharing | Poris | Advanced | Color Management | Security

4 Cciick [Color Management].

=)

)

Identify monitors

Set as Defautt Profile

Configuring the Printer
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5 Open the [Device] pull-down menu, and select

[Printer: DNP DS-SL10].

LI Color Mana:

Devices | Al profies | Advanced

t

=

Device: a9 |Printer; DNP DS-5L10

)

Use my settings for this device
y setting:

Autoratic (Recommended)

Profiles associated with this device:

Identify monitors

Name

File name

Add Remove

Understanding color management settings

Set as Default Profile

Profiles

6 Select [Use my settings for this device].

LI Color Management

Devices | Al Profies | Advanced

=

Devices /. [Printer; DNP DS-5L10

)

[Fise iy seftings for this device

Identify monitors

B [

|

Profiles associated with this device:

Name

File name

Understanding color management settings

Set as Default Profile

7 Click [Add] to add the profile to be used.

8 Select the profile you want to use from the list that

appears, and click [OK].

Associate Color Profile

Choose a profile from the lst of profiles installed on the system.

Name

WCS Device Profiles

SRGE virtual device model profile
scRGB virtual device model profile
1CC Profiles

SRGB IECE1966-2.1

Agfe : Swop Standard

DNP DS-5L10 UPC-C1X D50

File name

wsRGB.cdmp
wscRGB.cdmp

sRGB Color Space Profileicm
RSWOP.icm
D5-5L10_UPC-C1X_D530.icm

Browse..

9  Confirm that the profile has been added, and click

[Close] to close the dialog box.

D Color Mana

Devices | Allprofils | Advanced

it

=)

Device: ) [printer: DNP D5-5110

-

] Use my settings for this device

Identify monitors

Profile selection: [Automatic (Recommended)

7]

Profiles associated with this device:

Name File name

DS-5L10_UPC-CLX_D50.icm

Undesstanding color management settings

Set as Defautt Profile

10 click [OK] to close the properties screen.

Specifying the ICC profile on the application side may
also be necessary, depending on the application software
used. For details, refer to the operating instructions for

your application software.

When using Windows Vista

1 Click [Start], select [Control Panel], and then select

[Printers].

2 Right-click the DNP DS-SL10 printer icon, and

select [Properties].

=) DNP DS-5L10 Properties

(==l

General |Sharing I Forts IMvanced ICoIor Management ISecumy|

%!é DNF D5-5L10

Location:

Comment:

Model: DNP DS5-5L10

Features
Calor: Yes

Double-sided: No
Staple: No
Speed: Unknown

Paper available

Maximum resolution: 300 dpi

[F‘ri_rrling Preferences... ] [

Print Test Page
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3 Click the [Color Management] tab.

15 DNP DS-5L10 Properties

[ Color Management... J

| General I Sharing I Ports | Advanced | Color Management | Security

E To adjust color management settings, click Color Management.
i

B

E

ply

4 Click [Color Management].

63 Color Management =
Profile selection: Automat
Profiles associated with this device:
Add. Remove Set as Default Profile

5 Open the [Device] pull-down menu, and select

[Printer: DNP DS-SL10].

53 Color Management

Add, Remove Set as Defa

Profiles

ult Profile

6 Select [Use my settings for this device].

Profiles sssociated with this device

Name.

File name

et as Default Profile

7 Click [Add] to add the profile to be used.

8 Select the profile you want to use from the list that

appears, and click [OK].

Associate Color Profile ==
Choose a profile from the lst of profiles installed on the system.
Name File name
WCS Device Profiles
SRGE virtual device model profile wsRGB.cdmp
scRGB virtual device modl profile wscRGB.cdmp
1CC Profiles
sRGB IECE1966-2.1 sRGE Color Space Profile.icm
Agfa : Swop Standard RSWOP.icm
DNP DS-5L10 UPC-CIX D50 DS-5L10_UPC-C1X_D50.icm

9 Confirm that the profile has been added, and click

[Close] to close the dialog box.

==
Device s/ [Printer: DNP D5-5110 -
9]Use my settings or this device

I [Automatic -]
Profles associated with ths device:

a File name

1CC Profiles

Ada Set as Default Profile

1 0 Click [OK] to close the properties screen.

Specifying the ICC profile on the application side may
also be necessary, depending on the application software
used. For details, refer to the operating instructions for

your application software.

When using Windows XP

1 Click [Start], select [Control Panel], and then select

[Printers and Faxes].

Configuring the Printer
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2 Right-click the DNP DS-SL10 printer icon, and 5 Select the profile you want to use from the list that

select [Properties]. appears, and click [Add].
& DNP DS-SL10 Properties & DNP DS-SL10 Properties
General | Sharing || Parts | Advanced | Colar Management | Security General | Sharing | Ports || Advanced | Color Management | Security
\:‘.,.\ These settings et you associate colar profile(z] with your calar
[
@ | printer. Color profiles contral the color an your prinker bazed on the

twpe of media being used and the printer configuration.

Location: | |

(%) Automatic: Windows will autamatically select the best colar prafile fram
Caomment: ‘ ‘ the list of azsociated color profiles [Recommended]

(O Marual  Manually select the default color profile for all output from
this device from the list of associated color profiles
todel: DMP D5-5L10

Drefault color profile: D5-5L10_UPC-CT=_D50

Features

Colar: “es Paper available: Colar Profiles currently associated with this printer:
Double-sided: No

Staple: Mo

Speed: Unknawn

M axirmurn regolutior: 300 dpi

[ Printing Preferences... ] [ Frint Test Page | Add... | [ Bemaove ]

o) (oo ] Com

3 Click the [Color Management] tab. 6 Click [OK] to close the properties screen.

& DNP DS-SL10 Properties A3 m

General | Shating | Ports | Advanced | Color Management | Security . . X . .
Specifying the ICC profile on the application side may

These settings let you aszociate color profile(s] with your color

n printer. Color profiles control the color on your printer bazed on the alSO be necessary, depending on the application SOftware
type of media being used and the printer configuration. . . . .
used. For details, refer to the operating instructions for
Windows will automatically select the best color profile from 1 1
he list of assaciated color profiles [Recommended] your apphcatlon SOftWare.
(O Manual:  Manually select the default color profile for all output from
this device from the list of azsociated color profiles . . . .
B Disabling color correction on the printer
Color Profiles cunently azsociated with thiz printer; When llSlIlg Image COlor Management (ICM) from an

application, you must disable color correction on the
printer hardware. To disable color correction, follow the
directions on page 6 and select [None].

4 Click [Add] to add the profile to be used.
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