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The DNP RX1 driver will provide printing functionality similar to the Microsoft Windows printer Driver.
The following OS versions and processor architectures are supported:

Mac OS 10.7 (Lion):
all executable modules should be 64-bit Intel binaries & support

" B Intel 64-bit processor architecture (x86_64)

-y, Note

i386 is not supported by Mac 0S10.7. Some binaries may still be 32/64 bit to provide a single
binary with common fixes for both 10.7 and 10.6

Mac OS 10.6 (Snow Leopard):
all executable modules should be 32/64-bit Intel binaries & support

2= B Intel 32-bit processor architecture (i386)
2" B Intel 64-bit processor architecture (x86_64)

Mac OS 10.5 (Leopard):
all executable modules should be 32/64-bit Universal binaries & support

g~ B PPC 32-bit processor architecture

a" B Intel 32-bit processor architecture (i386)

g B PPC 64-bit processor architecture

g~ B Intel 64-bit processor architecture (x86_64)
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RX1 Printer Driver Instructions for Mac OS X Software Update Procedure
Purpose
This document includes instructions for installing the printer drivers for RX1 printers on Mac OS X.

Q Attention

Before You Begin:
If the RX printer is connected to your computer, make sure it is turned OFF.
Go to System Preferences > Print & Fax. If a RX printer is listed, delete it.

1. Insert the RX Printer Drivers installation disc into the disc drive of the computer.

2. A CD icon will appear on the desktop. Double-click the CD icon.
3. A window will open. Double-click the DNP_RX1_Install_1.0.dmg file.

ann )My Dise =
nD  HBE=ln=~] [e][=s-] ‘o
2 Macisoah HD =
[=F % #] —~
L Laghein i DNP Install.dmyg

LegMeln In._ &

L ONPhstall &
SHARED

L

i1 000

” ) 1 item, Zero KB available ud

Figure 49. .dmg File

4. In the next window, double-click the DNP RX Printer Drivers icon.

DMP BEX Printer Driver
1.0.mpkg

Figure 50. RX Printer Drivers Icon
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RX1 Printer Driver Instructions for Mac OS X

5. The installer will begin. Click Continue.

8006

i Install DNP DS Series Printer Drivers.

© Introduction

® Read Me

® Lice

® Desti

® Installation

®Summary |

Welcome to the DNP DS Series Printer Drivers. Installer

You will be guided through the steps necessary to
install this software.

Go Back

Figure 51. Installer

Software Update Procedure

6. Read the important information on the following screen. When you are done, click Continue.

© Introduction

© Read Me

@ License

® Destination Select
@ Installation Type

@ Installation

®Summary ___ |

w Install DNP eries Printer Drivers.

Important Information

1. Before you install

- Open System Preferences -> Print & Fax. I you have RX Series
printer there, delete it.

2.Installation

- Double-click the DNP RX Printer Drivers package and follow the
instructions.

3. After installation
= Plug the printer into the USB port and turn it on. The printer should be

added automatically in about a minute
Do NOT usa the '+ sign to add the printer. In this case, you may have

=== _.poiher instance of the AX Series printer in your printer list.

- I the printer is connected to your computer, make sure it is turned OFF.

. | [ save.. | GoBack | | Continue

Figure 52. Important Information

7. Read the License Agreement on the following screen. When you are done, click Continue.
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© Introduction
© Read Me

© License

® Destinati

@ Instaliation

@ Summary

s Printer Dr

w Install DNF

Software License Agreement

| English 3

LICENSE AGREEMENT AND GENERAL TERMS OF USE

PLEASE READ THE FOLLOWING TERMS AND CONDITIONS

CAREFULLY BEFORE DOWNLOADING, INSTALLING OR USING
THE SOFTWARE.
The computer software product, typefaces and/or data, including any
‘accompanying explanatory written materials (the "Software”) should
only be installed or used by the Licensee ("you") on the condition you
-agree with INTER DATA SYSTEMS (TIDS") to the terms and
conditions set forth in this Agreement.
By installing or using the Software, you are representing to agree all
the terms and conditions set forth in this Agreement. If you do not
agree with the ferms and conditions of this Agreement, you are not

~ permitted fo install or use the Software and you must promptly return
fhe Software package and delete any Software files accessed by you
or third party on your behalf from any and all computer memary into
which such Software has been loaded or stored
Ifyou agree to these terms on behalf of a business, you represent and
‘warrant that you have authority to bind that business to this
‘Agreement, and your agreement to these terms will be treated as the

Print. .7| | Save.. | | Go Backi\ | Continue a

Figure 53. License Agreement



RX1 Printer Driver Instructions for Mac OS X

8. You will be prompted to accept the license agreement terms. Click Agree.

9.

10.

11.

In the next window, click Install.

To continue installing the software you must agree to the terms
of the software license agreement.

Click Agree to continue or click Disagree to cancel the installation
and quit the Installer.

| Read License | | Disagree | |  Agree

© Introduction

& Read Me This will take 2.2 MB of space on your computer.
© License Click Install to perform a standard installation of
© Destination Select this software on the disk "Lion".

@ Installation Type

& Installation

Figure 54. Agree

w Install DNP DS Series Printer Drivers

Standard Install on “Lion”

| Change Install Location... |

[ GoBack | [ mnstall |

Figure 55. Install

Software Update Procedure

If your Mac operating system is password protected, enter your password when prompted. Click OK.

The installation will begin.

By

-

~

Installer is trying to install new software. Type
your password to allow this.

Name:

Password:

| Cancel .I [ Install Software ]

Figure 56. Password
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Turning On the Printer Software Update Procedure

12. When the installation is complete you will receive t

Wi Insta

he message “Install Succeeded.” Click Close.

The i ion was c

© Introduction

© Read Me
© License
© Destination Select

@ insallavoniType The installation was successful.

© Installation |

©Summary The software was installed.
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=

Figure 57. Install Succeeded

You have now installed the RX Printer Drivers on a Mac operating system.

TURNING ON THE PRINTER

1. If the printer is not already plugged into the USB port, do so now.
2. Turn the printer ON.

3. The printer should be added as a device automatically in about 1 minute.

Attention

Do NOT use the + sign to add the printer. In this case, you may have another instance of the RX Series printer in
the printer list.

TROUBLESHOOTING:
== B Make sure the printer is connected to the USB port and turned ON. The LEDs on the printer should indicate a “Ready”
status. (For more information on this, consult the RX Printer User Manual.)

a2 | If the printer is added, but you cannot print:

1. Turn the printer OFF. Go to System Preferences > Print & Fax and delete any RX Printers listed.
2. Turn the printer ON and wait for the printer to add itself as a device.

If the printer does not automatically add itself to the printer list, use the + sign to add it in the System Preferences >
Print & Fax dialog box.
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Troubleshooting: Software Update Procedure

6 DNP IMS America Corp.



	RX1 Printer Driver Instructions for Mac OS X
	Acknowledgements
	Purpose
	Turning On the Printer
	Troubleshooting:


