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Operation Environment
Requirements

The system requirements for use of the printer driver are

as follows.

e Computer running Microsoft Windows 8

e Computer running Microsoft Windows 7

* Computer running Microsoft Windows Vista

¢ Computer running Microsoft Windows XP
Professional/Home Edition (64-bit edition not
supported)

About USB 2.0

* The printer conforms to USB 2.0 specifications.

e USB 2.0 is fully backward compatible with USB 1.1.

* USB 2.0 supports conventional Full (low) speed and
Hi-Speed operation.

e In a USB 1.1 environment, connection and operation
at Full speed is possible. For Hi-Speed operation, the
following requirements must be met.

— Computer
Computer supporting Hi-Speed USB (USB 2.0
compliant)*

— Operating system
Windows 8/Windows 7/Windows Vista/Windows
XP Professional/Windows XP Home Edition

— USB 2.0 driver
USB 2.0 device driver produced by Microsoft
Corporation (Operation with other USB 2.0 drivers
is not guaranteed.)

— Certified USB 2.0 cable

* Compatibility with all USB 2.0 devices, USB 2.0
expansion boards, or expansion cards cannot be
guaranteed.

When the printer is connected and turned on, ensure that
the computer does not go into sleep, standby
(suspended), or hibernation mode. Otherwise correct
operation is not assured.

About This Document

The screen messages shown in this guide assume that a
DS-SL10 printer is connected. If you are using a printer
of a different model, replace any occurrence of
“DS-SL10” with the model name of your printer while
reading the screen messages in this guide.

Operation Environment Requirements / About This Document

3



Installation in
Windows 8

Before Installation

Do not connect the printer to your computer before
installing the printer driver. If the printer is connected
beforehand, it may not be recognized by the computer.

About version upgrades

If you are upgrading a printer driver, remove the
previous printer driver before beginning the installation.
For details on the procedure to remove the printer driver,
refer to the section “Uninstalling the Printer Driver in
Windows 8” in this guide.

If the installation fails or is cancelled, restart your
computer before attempting the installation again.

USB 2.0 connection

The printer conforms to USB 2.0 specifications.
However, if your computer or USB hub is not USB 2.0-
compliant, a message appears in the notification area of
the taskbar.

Connecting multiple printers

When connecting multiple printers, you can simply
connect the second and subsequent printers to carry out
installation automatically.

For installation of subsequent printers, install each
printer separately.

Installing the Printer Driver in
Windows 8

1 Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

2 Run “Setup.exe” which can be found in the
“PrinterDriver\DS-SL10\Win8” folder on the
supplied CD-ROM.

The [User Account Control] dialog box appears.

¥/ User Account Control @

| 7 Do you want to allow the following program from an
unknown publisher to make changes to this computer?
2 unk publisher to make changes to th puter?

Program name:  Setup.exe

Publisher. Unknown
File origin: Hard drive on this computer
v Show details Ves

Change when these notifications appear

Click [Yes].

The following dialog box appears.

DMP DS-SL10 Printer Driver Installer [

Welcome to the DNP DS-SL10 Printer Driver Installer

This program instzlls all necessary files for DNP DS-SL10.

To get started, click Next

Back [ Het> | [ Cancel

Click [Next].

The end user license agreement appears.

License Agreement

Please read the following License Agreement carefully.

SOFTWARE LICENSE AGREEMENT 'S

This is a legal agreement between you (hereafter refemed to as the User) and Dai Nippon Printing
Co.ltd. (hereinafter refered to as DNP) pertaining to the right to use the Software program
thereafter refemed to as the PROGRAM).

1. General rules

DNP grants the Userthe right to use the PROGRAM in the country where the User purchased the
PROGRAM. The User is not granted the exclusive right to use the PROGRAM, and the User may
not transfer the right to use the PROGRAM to anyone else.

91 aceept the tems of the icense agreement
| do not accept the tems of the license agreement

< Back | l Next > ] | Cancel

DNP DS-5L10 Printer Driver Installer @

Installation in Windows 8
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5 Select [T accept the terms of the license agreement],
and then click [Next].

The following dialog box appears.

DNP D5-5L10 Printer Driver Installer =

Install the program
Click Install to begin the installation

Setup will install DMP DS-SL10 Printer Driver.

<Back | nstal ] [ Cancel

6 Click [Install].

Installation starts. The status of installation appears
in the dialog box while installation is in progress.

DMP DS-5L10 Printer Driver Installer [

Installation Progress
Installing DNF DS-SL10 Printer Driver. This may tzke several minutes.

Progessing

If the following dialog box appears while
installation is in progress, click [Install].

Would you like to install this device software?

. Name; DNP Printers
4/ Publisher: Dai Nippon Printing Co,, Ltd,

 Don'tinstall |

[ Ahways trust software from "Dai Nippen Printing Install
Co., Ltd.".

@ Vou should only install driver software from publishers you trust. How can | decide which
device software is safe to install?

‘Windows Security H

When installation finishes, the following dialog box
appears.

DMP DS-SL10 Printer Driver Installer [

DNP DS-SL10 Printer Driver was successfully installed

Click Finish to exit the installer.

7 Click [Finish].
8 Connect the printer to the computer.
This completes installation of the printer driver.

You can place the mouse cursor at the bottom right of the
desktop screen to display the Charm bar, select [Control
Panel] in [Settings], and then select [ View devices and
printers] to confirm whether the printer is recognized by
the computer.

If the printer is recognized by the computer, a printer
icon should appear under [Printers and Faxes] as
follows.

B8 B =3
(I [#: » Control Panel » Hardware and Sound » Devices and Printers + [ ][ Seorch Devices and Printers o]
Add a device Add a printer = - @
4 Devices (4)

USB Mutimedia USB Optical
Keyboard Mouse

LCD-ADL7CS WIN-L19QIAISA
GC

4 Printers and Faxes (3)

4 I
s L/ L/
< =Y 7
Fax Microsoft XPS DNP DS-5L10
Document Writer
” 7 items
=re)f

Installation in Windows 8
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If your computer does not recognize the
printer

If you connected the printer to the computer before
installing the printer driver, the printer may appear under
[Unspecified] instead of under [Printers and Faxes]. If
this occurs, the printer is not recognized by the computer
and cannot be used.

[E=8EoR =3
{_J{_) [ » ControlPanel » Hardware and Sound » Devices and Printers ~ [ 43 |[ 5e0rch Devices and Printers 2]
Add a device ‘Add a printer = - |@\
4 Devices (4)
! & =
LCD-ADITCS  USEMultimedia  USEOptical  WIN-L10QIA40A
Keyboard Mouse
4 Printers and Faxes (2)
£/ ,/
=1, ‘
Fax Microsoft XPS.
Document Writer
4 Unspecified (1)
J
Ds-5L10
7 7 iems
{

In such cases, update the printer driver as follows.

1  Disconnect the cable connecting the printer to the
computer.

2 1t you did not install the printer driver, perform the
steps in “Installing the Printer Driver in Windows
8” to install it now.

3 Connect the printer to the computer.

4  Place the mouse cursor at the bottom right of the
desktop screen to display the Charm bar, select
[Control Panel] in [Settings], and then select [ View
devices and printers].

5 Right-click the DS-SL10 under [Unspecified], and
then select [Troubleshoot].

The following dialog box appears.

) Lt Devices and Printers
Detecting problems
Gathering information about your devices...

The screen changes as follows after a few moments.

==

) (= Devices and Printers

Install a driver for this device

The driver for DNP DS-5L10 is not installed. Install the latest driver for the device.
< Apply this fix

= Skip this fix
Continue troubleshooting without applying this fix.

Cancel

6 Click [Apply this fix].

The following dialog box appears.

) (= Devices and Printers

Allow driver updates to be installed

Windows Update isn't st up to download and instsll drivers for your devices. To ensure your
devices work correctly, we recommend changing your settings so Windows will download and
install drivers automatically.

View and change settings...

Next Cancel

7 Click [Cancel].

This completes update of the printer driver.

Installation in Windows 8
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Uninstalling the Printer Driver in
Windows 8

* Be sure to disconnect the printer from the computer
before starting the uninstall procedure. If the [Found
New Hardware] dialog box appears, disconnect the
cable connecting the printer to the computer, click
[Cancel], and close the dialog box. Afterward, restart
the uninstall procedure.

* If multiple instances of the printer driver are installed
on your computer when you perform uninstallation,
the printer drivers (printer icons) for all of the printer
models you are using will be uninstalled.

1 Tum off the printer and disconnect the cable
connecting it to the computer.

2 Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

3 Place the mouse cursor at the bottom right of the
desktop screen to display the Charm bar, select
[Control Panel] in [Settings], and then select
[Uninstall a program].

[E= R x|
@)= » Corrt Pne + Progams » Programs v Fstrs < [ [ Search Programsand Featres ]
Control Panel Home
Uninstall or change a program
To uninstall 2 program, seiec tfrom the list andithen click Uninstal, Cheng, or Repair.
) Tum Windows features on or
el Organize v U = v @

Name
=7 DNP DS-5L10 Printer Driver

Publisher Installed On  Size.
7/13/2011

4 select the printer driver from the [Uninstall or
change a program] list, and then click [Uninstall/
Change].

The following dialog box appears.

DMNP D5-5L10 Printer Driver Setup

Do you want to remove the DNP DS-5L10 Printer Driver?

5 Click [Yes].

Uninstallation starts.
When uninstallation finishes, the following dialog
box appears.

System Settings Change 12X

e Setup has finished uninstalling the DNP D5-5L10 Printer Driver on your
'9" computer.
You must restart your computer before the new settings will take effect.
Do you want to restart your computer now?

6 Click [Yes].
The computer restarts.

This completes uninstallation of the printer driver.

Installation in Windows 8
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Installation in
Windows 7

Before Installation

Do not connect the printer to your computer before
installing the printer driver. If the printer is connected
beforehand, it may not be recognized by the computer.

About version upgrades

If you are upgrading a printer driver, remove the
previous printer driver before beginning the installation.
For details on the procedure to remove the printer driver,
refer to the section “Uninstalling the Printer Driver in
Windows 7” in this guide.

If the installation fails or is cancelled, restart your
computer before attempting the installation again.

USB 2.0 connection

The printer conforms to USB 2.0 specifications.
However, if your computer or USB hub is not USB 2.0-
compliant, a message appears in the notification area of
the taskbar.

Connecting multiple printers

When connecting multiple printers, you can simply
connect the second and subsequent printers to carry out
installation automatically.

For installation of subsequent printers, install each
printer separately.

Installing the Printer Driver in
Windows 7

1 Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

2 Run “Setup.exe” which can be found in the
“PrinterDriver\DS-SL10\Win7” folder on the
supplied CD-ROM.

The [User Account Control] dialog box appears.

¥/ User Account Control @

| 7 Do you want to allow the following program from an
unknown publisher to make changes to this computer?
2 unk publisher to make changes to th puter?

Program name:  Setup.exe

Publisher. Unknown
File origin: Hard drive on this computer
v Show details Ves

Change when these notifications appear

Click [Yes].

The following dialog box appears.

DMP DS-SL10 Printer Driver Installer [

Welcome to the DNP DS-SL10 Printer Driver Installer

This program instzlls all necessary files for DNP DS-SL10.

To get started, click Next

Back [ Het> | [ Cancel

Click [Next].

The end user license agreement appears.

License Agreement

Please read the following License Agreement carefully.

SOFTWARE LICENSE AGREEMENT 'S

This is a legal agreement between you (hereafter refemed to as the User) and Dai Nippon Printing
Co.ltd. (hereinafter refered to as DNP) pertaining to the right to use the Software program
thereafter refemed to as the PROGRAM).

1. General rules

DNP grants the Userthe right to use the PROGRAM in the country where the User purchased the
PROGRAM. The User is not granted the exclusive right to use the PROGRAM, and the User may
not transfer the right to use the PROGRAM to anyone else.

91 aceept the tems of the icense agreement
| do not accept the tems of the license agreement

< Back | l Next > ] | Cancel

DNP DS-5L10 Printer Driver Installer @

Installation in Windows 7
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5 Select [I accept the terms of the license agreement],
and then click [Next].

The following dialog box appears.

DMNP DS-5L10 Printer Driver Installer @

Install the program
Click Install to begin the installation

Setup will install DMP DS-SL10 Printer Driver.

<Back | nstal ] [ Cancel

6 Click [Install].

Installation starts. The status of installation appears
in the dialog box while installation is in progress.

DMP DS-5L10 Printer Driver Installer [

Installation Progress
Installing DNF DS-SL10 Printer Driver. This may tzke several minutes.

Progessing

If the following dialog box appears while
installation is in progress, click [Install this driver
software anyway].

It¥ Windows Security @

@ Windows can't verify the publisher of this driver software

2 Don't install this driver software
“fou should check your manufacturer's website for updated driver software
for your device,

= Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information,

w ) See details

When installation finishes, the following dialog box
appears.

DINP DS-SL10 Printer Driver Installer [

DNP DS-SL10 Printer Driver was successfully installed

Click Finish to exit the installer.

m

7 Click [Finish].
8 Connect the printer to the computer.
This completes installation of the printer driver.

You can click [Start], select [Control Panel], and then
select [View devices and printers] to confirm whether
the printer is recognized by the computer.

If the printer is recognized by the computer, a printer
icon should appear under [Printers and Faxes] as
follows.

{E=S EER (=
QU [#5 » Control Panel » Hardware and Sound » Devices and Printers ~ [43][ Search Devices and printers )
Addadevice  Adda printer =5 - @
4 Devices (4)
Z ==
LCD-ADI7CS  USB Multimedia  USBOptical  WIN-L19QIA49A
Keyboard Mouse GC

« Printers and Faxes (3)

vy L/ ¥

¢ b
Fax Microsoft XPS VIDNP Ds-5L10
Document Writer
7 items
e
= 1Y) i

Installation in Windows 7
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If your computer does not recognize the
printer

If you connected the printer to the computer before
installing the printer driver, the printer may appear under
[Unspecified] instead of under [Printers and Faxes]. If
this occurs, the printer is not recognized by the computer
and cannot be used.

[E=EE=E ]
{_J{_) [ » ControlPanel » Hardware and Sound » Devices and Printers ~ [ 43 |[ 5e0rch Devices and Printers 2]
Add a device ‘Add a printer = - |@\
4 Devices (4)
! & =
LCD-ADITCS  USEMultimedia  USEOptical  WIN-L10QIA40A
Keyboard Mouse

4 Printers and Faxes (2)

]
s " |
<

Document Writer

4 Unspecified (1)

J 7 items
/

In such cases, update the printer driver as follows.

1  Disconnect the cable connecting the printer to the
computer.

2 1t you did not install the printer driver, perform the
steps in “Installing the Printer Driver in Windows
77 to install it now.

3 Connect the printer to the computer.

4 Click [Start], select [Control Panel], and then select
[View devices and printers].

5 Right-click the DS-SL10 under [Unspecified], and
then select [Troubleshoot].

The following dialog box appears.

) Lt Devices and Printers
Detecting problems
Gathering information about your devices...

The screen changes as follows after a few moments.

==

) (= Devices and Printers

Install a driver for this device

The driver for DNP DS-5L10 is not installed. Install the latest driver for the device.
< Apply this fix

= Skip this fix
Continue troubleshooting without applying this fix.

Cancel

6 Click [Apply this fix].

The following dialog box appears.

) (= Devices and Printers

Allow driver updates to be installed

Windows Update isn't st up to download and instsll drivers for your devices. To ensure your
devices work correctly, we recommend changing your settings so Windows will download and
install drivers automatically.

View and change settings...

Next Cancel

7 Click [Cancel].

This completes update of the printer driver.

Installation in Windows 7
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Uninstalling the Printer Driver in
Windows 7

Be sure to disconnect the printer from the computer
before starting the uninstall procedure. If the [Found
New Hardware] dialog box appears, disconnect the
cable connecting the printer to the computer, click
[Cancel], and close the dialog box. Afterward, restart
the uninstall procedure.

If multiple instances of the printer driver are installed
on your computer when you perform uninstallation,
the printer drivers (printer icons) for all of the printer
models you are using will be uninstalled.

Turn off the printer and disconnect the cable
connecting it to the computer.

Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

Click [Start], select [Control Panel], and then select
[Uninstall a program].

=R

D) [ » Corrt it + Prgrams » programs o Fnes =65 ] Seore rgroms ana raniee

Control Panel Home.

Uninstall o change a program

To uninstall 2 program, seiec tfrom the list andithen click Uninstal, Cheng, or Repair.
) Tum Windows features on or

el Organize v  Uninstall/Change = v @
Name & Publisher Installed O Size
7IDNP DS-SL10 Printer Drver 113201

Select the printer driver from the [Uninstall or
change a program] list, and then click [Uninstall/
Change].

The following dialog box appears.

DMNP D5-5L10 Printer Driver Setup

Do you want to remove the DNP DS-5L10 Printer Driver?

5 Click [Yes].

Uninstallation starts.
When uninstallation finishes, the following dialog
box appears.

System Settings Change 12X

e Setup has finished uninstalling the DNP D5-5L10 Printer Driver on your
'9" computer.
You must restart your computer before the new settings will take effect.
Do you want to restart your computer now?

6 Click [Yes].
The computer restarts.

This completes uninstallation of the printer driver.

Installation in Windows 7
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Installation in Windows
Vista

Before Installation

About version upgrades

If you are upgrading a printer driver, remove the
previous printer driver before beginning the installation.
For details on the procedure to remove the printer driver,
refer to the section “Uninstalling the Printer Driver in
Windows Vista” in this guide.

If the installation fails or is cancelled, restart your
computer before attempting the installation again.

USB 2.0 connection

The printer conforms to USB 2.0 specifications.
However, if your computer or USB hub is not USB 2.0-
compliant, a message appears in the notification area of
the taskbar.

Connecting multiple printers

When connecting multiple printers, you can simply
connect the second and subsequent printers to carry out
installation automatically.

For installation of subsequent printers, install each
printer separately.

Installing the Printer Driver in
Windows Vista

1

2
3

Connect the printer (only one) for which you want
to install the driver to the computer.

Turn on the connected printer.

Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

The [Found New Hardware] dialog box appears.

--| Found New Hardware (=5

Windows needs to install driver software for your DNP
DS-SL10

) Locate and install driver software (recommended)
Windows will guide you through the process of installing driver software
for your device.

i % Ask me again later
Windows will ask again the next time you plug in your device or log en.

) Don't show this message again for this device
Your device will not function until you install driver software,

Cancel

If the [Found New Hardware] dialog box does not
appear, perform the steps described below, with the
printer for which the printer driver is to be installed
turned on and connected to the computer. (Any
other USB printers or previously installed printers
should not be connected at this time.)
(1) Click [Start] and select [Control Panel].
(2) Double-click [System].
(3) Click [Device Manager].
The [User Account Control] dialog box appears.
(4) Click [Continue].
The [Device Manager] window appears.
(8) Click [+] at the left of [Universal Serial Bus
controllers].
(6) Select [USB Printing support], and then select
[Uninstall] from the [Action] menu.
(7) Restart the computer.
The [Found New Hardware] dialog box appears.

Installation in Windows Vista 1 2



Click [Locate and install driver software
(recommended)].

The following dialog box appears.

User Account Control =3

@ Windows needs your permission to continue

If you started this action, continue,

= Device driver software installation
Microsoft Windows

'Zif:ﬁ' Details Lontinue ][ Cancel

User Account Contrel helps stop unauthorized changes to your computer.

Click [Continue].

Click [Don’t search online] if the following dialog
box appears.

(=) 1 Found New Hardware - DNP DS-5L10
Allow Windows to search online for driver software for your DNP DS-SL10?

% Yes, always search online (recommended)
Windows will automatically search for the latest drivers and applications for your hardware and
download them to your computer.

# Yes, search online this time only
Windows will search for the latest drivers and applications for this device and download them to
your computer.

< Don't search online
Your device may not function properly until you get the latest software.

Please read Microseft's privacy statement

Cancel

The screen changes as follows.

& U Found Mew Hardware - DNP DS-5L10

Insert the disc that came with your DNP DS-SL10

I you have the disc that came with your device, insert it now. Windows will automatically
search the disc for driver software.

< Idon't have the disc. Show me other options.

From here, the procedure differs depending on whether

Procedure with the supplied CD-ROM

7

8

Insert the supplied CD-ROM into the CD-ROM
drive.

The screen changes as follows.

€5 L Found New Hardware - DNP D5-5L10

Searching disc for software...

Cancel

After the search for software is finished, the
following dialog box appears.

@] Windows can't veri

he publisher of this driver software

% Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
foryour device,

< Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

(w) See details

gdl Windows Security ==

Click [Install this driver software anyway].

The dialog box closes, and the [Found New
Hardware] dialog box reappears.

) 0 Found New Hardware - DNP DS-5L10

Installing driver software...

you use the supplied CD-ROM or not (if you
downloaded the driver online).

Installation in Windows Vista
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After the files are copied, the screen changes as 8 ciick [Browse my computer for driver software

follows. (advanced)].
==
(L) L1 Found New Hardware - DNP DS-5L10 The screen changes as follows.
The software for this device has been successfully installed £

€5 L Found New Hardware - DNP D5-5L10
Windows has finished installing the driver software for this device:

Browse for driver software on your computer

7 DNP DS-5L10

Search for driver software in this location:

- [ Browse.

Include subfolders

9 Click [Close].
9 Click [Browse] to open the [Browse For Folder]

This completes installation of the printer driver. dialog box. Specify the folder in which the
installation file you downloaded was extracted, and
Procedure without the supplied CD-ROM then click [OK] to close the [Browse For Folder]
dialog box.
7 click [I don’t have the disc. Show me other )
options]. 1 0 Click [Next].
The screen changes as follows. The following dialog box appears.
== ‘.5.1' Windows Security ==

&3 L Found New Hardware - DNP D5-5L10

® Windows can't verify the publisher of this driver software

Windows couldn't find driver software for your device

< Don'tinstall this driver software
% Check for a solution

You should check your manufacturer's website for updated driver software
Windows will check ta see if there are steps you can take to get your device foryeur device,
warking. N =

< Install this driver software anyway

% Browse my computer for driver software (advanced) Only install driver software obtained from your manufacturer's website or
- 0 P disc. Unsigned software from other sources may harm your computer or steal
Locate and install driver software manually. f it
information.

) See details

11 click [Install this driver software anyway].

The dialog box closes, and the [Found New
Hardware] dialog box reappears.

Installation in Windows Vista 1 4



\J . Found New Hardware - DNP DS-5L10

Installing driver software.

After the files are copied, the screen changes as

\j |l Found New Hardware - DNP DS-5L10
The software for this device has been successfully installed
Windows has finished installing the driver software for this device:
7 DNP D5-5L10

12 Click [Close].

This completes installation of the printer driver.

Uninstalling the Printer Driver in
Windows Vista

This section describes how to remove the printer driver.

* When starting the uninstallation procedure, the printer
should not be connected to the computer. If the [Found
New Hardware] dialog box appears, disconnect the
cable between the computer and printer, click [Cancel]
on all screens to close the dialog box, and then start the
uninstallation procedure once more.

* If multiple instances of the printer driver are installed
on your computer when you perform uninstallation,
the printer drivers (printer icons) for all of the printer
models you are using will be uninstalled.

Turn off the printer, and disconnect the cable
between the computer and printer.

Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

Click [Start], select [Control Panel], and then select
[Programs and Features].

[=lEEs
@Uv » Control Panel » Programs » Programs and Features <[4 [Search ol
Tasks .
= Uninstall or change a program
View installed updates
To uninstall s program, select it from the list and then click “Uninstall’, "Change”, or "Repair”.
rograms online at
Marketplace

Organize .+ 1= Views « ©; Uninstall/Change @

Name Publisher
[=7IDNP DS-SL10 Printer Driver

4 select the printer driver from the [Uninstall or

change a program] list, and then click [Uninstall/
Change].

User Account Control ===

G] Windows needs your permission to continue

If you started this action, continue,

I?j Uninstall or change an application
h. Microsoft Windows

iif:ﬁ' Details Lontinue ][ Cancel J

User Account Contrel helps stop unautherized changes to your computer.

Click [Continue].

DMP DS-5L10 Printer Driver Setup

Do you want to remove the DNP DS-SL10 Printer Driver?

Click [Yes].

When the printer driver has been uninstalled, the
following dialog box appears.

System Settings Change 3

I.-" - "-.‘ Setup has finished uninstalling the DNP DS-5L10 Printer Driver on your
‘' computer.
"~ You must restart your computer before the new settings will take effect.
Do you want to restart your computer now?

Installation in Windows Vista 1 5



7 Click [Yes].
The computer restarts.

This completes uninstallation of the printer driver.

Installation in Windows
XP

Before Installation

About version upgrades

If you are upgrading a printer driver, remove the
previous printer driver before beginning the installation.
For details on the procedure to remove the printer driver,
refer to the section “Uninstalling the Printer Driver in
Windows XP” in this guide.

If the installation fails or is cancelled, restart your
computer before attempting the installation again.

USB 2.0 connection

The printer conforms to USB 2.0 specifications.
However, if your computer or USB hub is not USB 2.0-
compliant, a message appears in the notification area of
the taskbar.

About Driver Signing Options

The present printer driver has not passed Windows Logo
testing, therefore when you install the driver an error
message may appear, preventing you from installing the
driver.

In the [Driver Signing Options] dialog box, select
[Ignore] or [Warn] in the [What action do you want
Windows to take?] group box. If you select [Block], you
cannot install the printer driver.

Driver Signing Options

During hardware installation, Windows might detect software that
has not passed Windows Logo testing to verify its compatibility with
Windows, (Tell me why this testing is important )

What action do you want Windows to t=ke?

Olgnore - Install the software anyway and don't ask for my
approval

(@) Warn - Prompt me each time to choose an action

Oﬁlock - Mever install unsigned driver software

Administrator option

Make this action the system default

o ][ o |

Open the [Driver Signing Options] dialog box as
follows:

Installation in Windows XP
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(1) On the [Start] menu, click [Control Panel].
(2) Double-click [System].

The [System Properties] dialog box opens.
(3) Click the [Hardware] tab.
(4) Click the [Driver Signing] button.

All the explanations in this guide assume that the setting
in this dialog box is [Warn].

Connecting multiple printers

When several printers are connected to a computer
running Windows XP, install the printer driver for each
printer according to the explanation in “Installing the
Printer Driver in Windows XP”.

For installation of subsequent printers, install each
printer separately.

Installing the Printer Driver in
Windows XP

1 Connect the printer (only one) for which you want
to install the driver to the computer.

2 Turn on the connected printer.

3 Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

The [Found New Hardware Wizard] appears.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Windaws will zearch for current and updated software by

Inoking on your computer, oh the hardware installation CD. or on
the Windows lpdate "Web site [with your permission).

Fiead our privacy policy

Can Windows connect to Windows Update to search for
software?

O Yes, this time anly
() Yes, now and gvery time | connect a device
@ e’ not this fme

Click Mext to continue.

e If the [Found New Hardware Wizard] screen

looks like that shown in step 3, proceed to step 4.

e If the [Found New Hardware Wizard] screen
looks different from that shown in step 3, proceed
to step 5.

e If the [Found New Hardware Wizard] screen does
not appear, perform the steps described below,
with the printer for which the printer driver is to
be installed turned on and connected to the

computer. (Any other USB printers or previously
installed printers should not be connected at this
time.)
(1) Click [Start] and select [Control Panel].
(2) Double-click [System].
The [System Properties] dialog box opens.
(3) Click the [Hardware] tab.
(4) Click [Device Manager].
The [Device Manager] window appears.
(8) Click [+] at the left of [Universal Serial Bus
controllers].
(6) Right-click [USB Printing support], and open
[Properties]. Confirm that the model name of
the printer currently connected is selected for

[Location], and then select [Uninstall] from
the [Action] menu.

(7) Restart the computer.
The [Found New Hardware Wizard] appears.

4 Click [No, not this time], and then click [Next].

Found New Hardware Wizard

Thiz wizard helps you install software far.

DNP DS-5L10

'\') If your hardware came with an installation CD

D or floppy disk. insert it now.

What do you want the wizard ta do?

() Install the software automatically [Recommended)
®ilnstallfrom a list o specliic locafion [Advanced

Click Next to continue:

< Back. “ Hext > I[ Cancel ]

5 Select [Install from a list or specific location
(Advanced)], and then click [Next].

The screen changes as follows.
Please choose youwr search and installation options. .

(%) Eearch for the best diver in these Incations |

Usze the check boxes below to limit or expand the default search, which includes local
paths and removable media. The best diver found will be installed,

Search removable media [floppy, CO-ROM...)

[ Include this location in the search

() Don't search. | will chaose the diver to install

Choose this option to select the device driver from a list. \Windows does not guarantee that
the diiver you choose will be the best match for your hardware.

< Back. “ Hext > I[ Cancel ]
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6 Specify the location of the printer driver installation

file.

The procedure differs depending on whether you
use the supplied CD-ROM or not (if you
downloaded the driver online).

Procedure with the supplied CD-ROM
Select [Search for the best driver in these locations]
and [Search removable media (floppy, CD-
ROM...)], and then insert the supplied CD-ROM
into the CD-ROM drive.

Procedure without the supplied CD-ROM
Select [Search for the best driver in these locations]
and [Include this location in the search], and then
click [Browse] to open the [Browse For Folder]
dialog box. Specify the folder in which the
installation file you downloaded was extracted, and
then click [OK] to close the [Browse For Folder]
dialog box.

Click [Next].

The following dialog box appears.

Hardware Installation

L The software you are installing for this hardware:
e

Frinters

has not passed "windows Logo testing to verify its compatibility
with Windows ¥P. [Tl me why this besting is important.]

your i llation of this sof may impair
or d ilize the correct tion of your spstem
either immediately or in the future. Microsoft strongly

recommends that pou stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

| LContinue Anpway ‘ [ STOP Installation

8 Click [Continue Anyway].

After the files are copied, the following screen
appears.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the saftware for:

jN DNP DS-5L10

r\_ﬁ

Click Finish to close the wizard.

9  Click [Finish].

This completes installation of the printer driver.

Uninstalling the Printer Driver in
Windows XP

This section describes how to remove the printer driver.

* When starting the uninstallation procedure, the printer
should not be connected to the computer. If the [Found
New Hardware Wizard] screen appears, disconnect
the cable between the computer and printer, click
[Cancel] on all screens to terminate the wizard, and
then start the uninstallation procedure once more.

* If multiple instances of the printer driver are installed
on your computer when you perform uninstallation,
the printer drivers (printer icons) for all of the printer
models you are using will be uninstalled.

1 Turn off the printer, and disconnect the cable
between the computer and printer.

2  Turn on the computer, and log on as the system
administrator or a member of the Administrators

group.

3 Click [Start], select [Control Panel], and then select
[Add or Remove Programs].

1 Add or, Remove Programs

ChangejRemave

Windows

sssssssss

4  Select the printer driver from the [Currently
installed programs] list, and then click [Change/
Remove].

The following dialog box appears.

DNP D5-5L10 Printer, Driver Setup

Do you want ko remove the DNP DS-SLL0 Printer Driver?

Installation in Windows XP
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5 Click [Yes].

When the printer driver has been uninstalled, the
following dialog box appears.

System Settings Change

9 Setup has finished uninstalling the DNP 05-5L10 Printer Driver on your computer.
) ‘You must restart your computer before the new settings will take effect,
Do yiou want to restark your compuker now?

No

6  Click [Yes].
The computer restarts.

This completes uninstallation of the printer driver.

Installation in Windows XP 1 9



	Table of Contents
	Operation Environment Requirements
	About This Document
	Installation in Windows 8
	Before Installation
	Installing the Printer Driver in Windows 8
	Uninstalling the Printer Driver in Windows 8

	Installation in Windows 7
	Before Installation
	Installing the Printer Driver in Windows 7
	Uninstalling the Printer Driver in Windows 7

	Installation in Windows Vista
	Before Installation
	Installing the Printer Driver in Windows Vista
	Uninstalling the Printer Driver in Windows Vista

	Installation in Windows XP
	Before Installation
	Installing the Printer Driver in Windows XP
	Uninstalling the Printer Driver in Windows XP


